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CVP-120-F2

CVP-390-F3

The advantages of our product:

•	 Standard construction
•	 Low weight sensitivity
•	 Conveying direction: clockwise (CW) or counterclockwise (CCW)
•	 Powerful and robust vibratory drives for larger components and pots

Key data:

•	 Height: from 90 to 260mm
•	 Diameter: from 140 to 390 mm
•	 Electrical connection: 230V/50Hz
•	 Special versions 110V/60Hz on request
•	 For size CVP-140 a base plate with vibration damper is optionally available
•	 From size CVP-170, mounting is possible from below or above by means of adjustable feet

Arcoz AG
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Options and accessories:

•	 Vibration drive controller
•	 Base plate with vibration damper
•	 Hopper system with level monitoring
•	 Functional feeding module with sorting, linear rail, and separation system
•	 Special electrical version (US), 110V/60Hz*
•	 Acceleration sensor for automatic vibration control as weight compensation 

(or vibration round drive is automatically readjusted after different filling 
quantity between empty and full bowl feeder).

Technical specifications:

Article no. ID: CVP - 120 - F2 / F3 CW / CCW

CVP: Circular Vibratory Drives - Power line

Size: Outer diameter (mm)

Typ: F2 / F3

CW: Clockwise
CCW: Counter-Clockwise

Features for standard 
design

Typ CVP-F2 CVP-F3

Unit 120 140 170 200 250 300 390

Weight Kg 7.20 9.40 14.80 19.60 30.00 52.00 93.00

Payload max. Kg 4.50 5.50 7.50 9.40 11.50 18.00 35.00

Current absorbed A 0.15 0.15 0.34 0.46 1.30 1.30 2.60

Vibrating solenoids Pcs 1 1 1 1 1 1 1

Spring blades Pcs 2 2 3 3 3 4 4

Noise emission dB < 70 < 75 < 80

Electr. version (CH+EU) V / HZ 230V / 50Hz

Electr. version (US)* V / HZ 110V / 60Hz

Temperature ambient °C +10 bis +45

Protection class IP 40
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Dimensions:
CVP-120/140/170-F2

Article no. ID Rotation 
direction

Dimensions (in mm)

A B C D E F G

CVP-120-F2CW CW
89.5 121 120 M5 90 3x120° M8

CVP-120-F2CCW CCW

CVP-140-F2CW CW
92.5 170 140 M5 140 6x60° M8

CVP-140-F2CCW CCW

CVP-170-F2CW CW
108 200 170 M6 160 4x90° M10

CVP-170-F2CCW CCW

CW: clockwise, CCW: counterclockwise
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Dimensions:
CVP-200/250/300/390-F3

Article no. ID Rotation 
direction

Dimensions (in mm)

A B C D E F G H I

CVP-200-F3CW CW
185.7 230 210 260 320 200 M10 25 7

CVP-200-F3CCW CCW

CVP-250-F3CW CW
209.3 280 260 310 370 260 M12 40 7

CVP-250-F3CCW CCW

CVP-300-F3CW CW
227.7 345 310 370 430 310 M12 40 7

CVP-300-F3CCW CCW

CVP-390-F3CW CW
259.4 445 400 470 530 400 M14 50 10

CVP-390-F3CCW CCW

CW: clockwise, CCW: counterclockwise


